
Finned trim cap

Upper body trim

Upper bolt assembly

Notes: 
1) Cut down from top end only
2) Minimum overall lengths:
      6/8 = 78 - 7/8”
      8/0 = 94 - 7/8”

Measure Cut

Cut astragal to new length

Restore 9/16” notch by cutting only 
through the wide side of astragal body to 
the U-shaped notch in the center of the 
astragal body

Restore 
9/16”
notch

Clean out cutting residue

Re-install upper bolt assembly

Re-install 2 screws and T-nuts 

Replace finned trim cap

Replace upper body trim

Note: When re-installing upper 
bolt assembly, take care that 
the bolt drive lug is engaged in 
the notch on the bolt drive 
linkage.  
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Remove upper finned trim cap

Remove upper body trim

Remove 2 screws & T-nuts

Remove upper bolt assembly

A) Rotate bolt drive lug out of notch in 
the bolt drive linkage
B) Slide bolt assembly out of 
astragal body

T-nuts

Screws
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Cut Down Instructions

5 Re-install Upper Bolt Assembly

Bolt driving lug

1 Remove Trim Cap, Body Trim and Upper Bolt Assembly

Measure and mark new length from 
bottom end of the astragal  along narrow 
of astragal

2 Measure Astragal Length Cut to New Length3

4 Restore Notch 


