
  
  

MULTI-POINT ASTRAGAL
Pre-Hanger Installation Instructions 800.334.2006

8817 West Market Street
Colfax, NC 27235

WARNING:
1. Pre-drill pilot holes where indicated

2. Only tighten screws until flush with mating surfaces

3. Overtightening of screws may cause improper operation 

























Cut & 
Install
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1 Measure

1 Measure
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Measure, Cut and Install Trim 18
Measure space between installed components (2 areas)

Cut body trim to length (2 areas)2

1

Install body trim (2 areas)3

2

Cut & 
Install
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MULTI-POINT ASTRAGAL
800.334.2006

8817 West Market Street
Colfax, NC 27235

Installation Steps



 

   21 Optional Security Flange (Outswing Only)

Position the Security Flange on the Active Door 
facing the outside of the house

Top view of door
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Active Door

Passive Door

Peel tape backing and 
secure.  

Insert screws through 
predrilled holes. 

Security Flange
Make sure the flange is 
snug against the face 
of the active door.

19 Verify Function

1

Operate flip lever
2

Operate actuator cam

Ensure bolt sleeves and pins move between engaged 
and disengaged positions 

Upper Bolt Lower Bolt

Lock Leg

Note: If lever operation is 
difficult, slightly loosen 
lever housing screws 

 3/4"

1/8”

 

       

20 Verify Proper Corner Pad Positioning & 
Panel Margins

Compressed corner pad 
and weatherstrip

The Simple Solution  Corner Pad should be positioned 
as shown with proper margins for optimum 
performance.

™

Fin of Simple Solution 
Corner Pad should be 
tucked snuggly under 
astragal’s weatherstrip

™

13/16”Passive Door Passive Door

Active Door

IMPORTANT: OVERTIGHTENING OF SCREWS MAY CAUSE IMPROPER OPERATION

Note: If lever operation is difficult, slightly 
loosen lever housing screws 

Ensure top and bottom lock legs move 
between engaged and disengaged 
positions 

Note: If lower bolt does not freely move, lever may need to be 
cycled several times. Also, check that screws in Astragal 
below bolts are flush with Astragal body. 
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Installation Steps





Rotate Lever 900

Install Trim

Disengaging Bolts For Shipping22b
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Installation Steps

Install Upper Trim

Install Lower Trim

•   Move bolt actuator lever 
     downward (towards bottom 
     of astragal) into closed 
     position.
•   Push each bolt into astragal
     so bolt end is flush with
     astragal end.

5
•  Place label over
    lever arm.






