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It's as easy as 1, 2, 3
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1. Assembling & Fitting
the SureSill Sill Pan

Preparing the
Rough Opening

SureSill Sill Pan
Water Management

2.

A perfect solution,
easy as 1, 2, 3.

3.

integrated
drainage system

sloped channel plate
to drain away water
accumulation

precision
interlocking

end caps

channel plate
is cut to fit

for a perfect fit
every timefastening

slots



Measure the bottom of the rough opening then cut the
channel plate 1/4" shorter than the measured opening.
Assemble end caps and check fit in rough opening
before gluing end caps in place. Assembled pan
should be flush with rough opening.

Slide end caps tight against the channel
plate and wipe off excess cement.

Apply PVC cement to
contact surfaces on each
end cap and channel end.

Channel Plate

End Cap End Cap

1. Assembling & Fitting
the SureSillTM Sill Pan

End Cap

OPENINGS WITH HOUSEWRAP:

2. Preparing the
    Rough Opening

Remove product label, if any,
from contact surface.

OPENINGS WITHOUT HOUSEWRAP:
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Apply sealant/caulk to exterior
face of studs and header,
then install and
secure door or
window. Install
flashing along
jambs/brick mould
and head.

3

3. SureSillTM Sill Pan
    Water Management

Install and level assembled
SureSill™   into rough opening
and shim, if needed.
Fasten to rough opening
using slots provided in
end caps.

1

2 Install waterproofing in
shingle fashion, including
over jamb and head flashing.
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IMPORTANT:
Allow 1/8" gap
behind window
or door threshold

Seat sill pan firmly
against sub-floor

and sheathing

OPENINGS WITH
HOUSEWRAP:

Reposition and
secure housewrap
to overlap end caps

OPENINGS WITHOUT
HOUSEWRAP:

Apply self-adhering
flashing (SAF) to studs,
overlapping end caps

Flashing
Caulk

1/8" gap
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IMPORTANT:
Fasten to rough
opening through
slots provided

SureSill provides
two surfaces:
Pan allows sill or

pre-hung unit to sit level
while providing a sloped

drainage surface.

SILL

door

sill
caulk joint

through wall
flashing

masonry
veneer

floor joist

waterproofing over
wall sheeting

PROVIDE FREE
DRAINAGE FOR
SURESILL™


